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A single operator or robot can be utilized to 
load both raw tubing in and finished parts 
out of the machine. 
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Permanently swage the ends of pre cut steel tubing to  
create a unique configuration for customer specific  
applications.  Machine must also have a high OE (Overall 
Efficiency) and a cycle time of less than  7 seconds per part. 
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Setpoint designed and built a self contained machine that 
would run continuously in a high production throughput 
environment.  Automated part handling, gauging and  
disposition are all part of the turn key system.  This system 
can be sized to fit specific processing needs.   
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Each tube is automatically gauged for correct post swage 
outside and inside diameter.  Rejects are contained in a lock 
box to insure no bad parts are passed thru the system. 
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This 480 vac Baldor motor delivers over 
2500 PSI to the 7 inch main press cylinder 
to produce over 30 tons of swaging force to 
the product. 
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Steel tubes are swaged or necked down 
to final sizing in a single cycle.  
Lubrication is automatically applied 
to product to help ensure a quality 
finish and to reduce die wear. 
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Quick change tooling allows for processing a wide range of bottle lengths and diameters. 
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Machine interface panel 
allows for easy selection of 
program parameters stored in 
PLC memory. 
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(Left) The use of a magnetic conveyor ensures parts are  
conveniently delivered to finished parts offload point.  Optional 
robot may be added to pick finished parts off conveyor and into a 
finished parts matrix tote. 


